
POWER RANGE FROM   6-30 kW

Premium Energy Solutions

whisperpower.com

THE SMALLEST, LIGHTEST, QUIETEST

PICCOLO ON-BOARD
GENERATOR

POWERING
YOUR
COMFORT



WHO WE ARE

Premium Energy SolutionsWhisperPower, headquartered in the 
Netherlands, has been manufacturing 
grid-independent power systems since 2010, 
focusing on a premium performance and 
quality. With our advanced Technology 
Genverter we offer the smallest, quietest and 
lightest generator to the market. WhisperPower  
products are distributed in over 70 countries in 
the world.

 
Mack Boring & Parts Co., is known for its 
expertise in engines, generators, and various 
electrical products. The company entered into an 
exclusive distribution agreement with WhisperPower 
and represents it’s full generator product line in North 
and Central America.  This partnership allows Mack 
Boring to offer WhisperPower’s compact, low-emis-
sion, and fuel-efficient generators to a broader 
recreational and commercial consumer base in the 
Americas. The collaboration aims to meet the growing 
demand for innovative and value-driven power solutions 
in the marine industry.



THE SMALLEST AND QUIETEST POWER SOURCE
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ANY APPLIANCE WILL WORK
✅ Self-contained A/C or chiller 
✅ Gyro stabilization
✅ Watermaker
✅ Galley
 
ALL OF THIS IS INCLUDED
✅ �Generator, inverter, sound shield
✅ �High class inverter, cable harness, smart control
✅ �Connection to MFD & Cloud for remote diagnostics
✅ �Automatic start/stop setting

IT CAN’T GET ANY BETTER
✅ �Efficient freshwater cooled diesel engine (Kubota)
✅ �Freshwater cooled permanent magnet back-end
✅ �No surrounding air needed, stow-away principle
✅ �Superior AC output, inverter balanced
✅ �Prepared to handle extreme loads  

requiring surge power
✅ �Programmable rpm according to  

the on-board power need
 
LIFE TIME SECURITY – YOU’RE IN GOOD HANDS
✅ �EPA Tier 4, highest emission standard
✅ �Ignition proof, safe use in any environment
✅ �5 years limited warranty

Genverter
Piccolo

PMG Power Module  
The perfect sinewave

OctoView 3 
 start/stop display

INTERFACING
✅ �To MFD
✅ �Navigation screens 

(Garmin, Simrad, Raymarine, etc.)
✅ �Cloud connection for  

remote start/stop/diagnostics



BOAT SIZE

29-40 ft
OUTPUT POWER

6 kW
NOISE LEVEL

51 dB(A)
SIZE INCH / (CENTIMETERS)

20.9 x 19.7 x 21.5 / 53.1 x 50.0 x 54.6

The smallest of our range, delivering up to 
6 kW of non-stop power and 12 kW surge, 
while maintaining a stable 120 VAC voltage 
and a perfect 60 Hz frequency. All-liquid 
cooled, stow-away concept with external 
inverter.

USE
A perfect fit with any self-contained or 
condensing climate system,  anti-roll stabili-
zation systems and of course all your kitchen 
appliances. Operating speed 2400-3000 rpm.
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MAIN SPECIFICATIONS PICCOLO 6      

Intermittent power kW at 25°C (77°F) 6 kW

Continuous power kVA at 25°C (77°F) 6 kVA / 5.5 kW

Phase | Nominal Voltage | Frequency 1 Phase | 120 VAC | 60 Hz (single / split phase *)

Rpm range 2400 - 3000 rpm, adjustable

Engine WhisperPower Kubota Z482-C

Emission class  EPA / Tier 4 

Noise level 51 dB(A) at 7 m

Dimensions (WxDxH) cabinet (in.) 20.9 x 19.7 x 21.5

Dimensions (WxDxH) PMG (in.) 7.8 x 7.5 x 19.3

Dry weight (cabinet + PMG) 249.1 + 21.8 lb

Monitoring and Control Standard: 
OctoView 3 Inch
7 and 10 Inch full colour Touch/ Panel

* Autotransformer needed for split phase
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Extremely silent, 3-Cylinder powered, 
liquid cooled compact set. Up to  8.5 kW 
continuous power by 17 kW surge. Stable 
output and frequency under all load condi-
tions. Available for single phase 120 VAC | 60 
Hz  or dual phase 240 VAC | 60 Hz. Operating 
speed 2400-2800 rpm

USE
This heavy duty power plant operates any on 
board appliance, for example large self-con-
tained or condensing climate systems,  together 
with anti-roll stabilization systems. Home  
cooking on your cook-top has become reality!

PICCOLO 10

BOAT SIZE

35-46 ft
OUTPUT POWER

8.5 kW
NOISE LEVEL

51 dB(A)
SIZE INCH / (CENTIMETERS)

29.1 x 21.7 x 24.4 / 73.9 x 55.1 x 61.9
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MAIN SPECIFICATIONS PICCOLO 10*)     

Intermittent power kW at 25°C (77°F) 8.5 kW

Continuous power kVA at 25°C (77°F) 10 kVA / 8 kW

Phase | Nominal Voltage | Frequency Split Phase | 120/240 VAC | 60 Hz

Rpm range 2400 - 2800 rpm, adjustable

Engine WhisperPower Kubota D722

Emission class EPA / Tier 4

Noise level 51 dB(A) at 7 m

Dimensions (WxDxH) cabinet (in.) 29.1 x 21.7 x 24.4

Dimensions (WxDxH) PMG (in.) 13.7 x 8.3 x 22.3

Dry weight (cabinet + PMG) 385.8 + 66.1 lb

Monitoring and Control Standard: DDC panel
Optional: 5 or 7 inch Touch keypad
Connectable to 3rd party MFD/Mobile app

* Suitable for Twin-operation (2 x 10 kVA)
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Slightly more powerful but still the same size 
and weight as the Piccolo 10. Again, the in-
verter output provides a huge but stable peak 
power (20kW). This liquid cooled 3-Cylinder 
diesel powered generator is available for sin-
gle phase 120 VAC | 60 Hz  or dual phase 240 
VAC | 60 Hz. Operating speed 2400-3600 rpm.

USE
On board appliances will be powered without ir-
ritating noise or vibration. Designed to operate 
large self-contained or condensing climate sys-
tems, together with anti-roll stabilization systems.

PICCOLO 12

BOAT SIZE

40-50 ft
OUTPUT POWER

10 kW
NOISE LEVEL

54 dB(A)
SIZE INCH / (CENTIMETERS)

29.1 x 21.7 x 24.4 / 73.9 x 55.1 x 61.9



MAIN SPECIFICATIONS PICCOLO 12*)  

Intermittent power kW at 25°C (77°F) 10 kW

Continuous power kVA at 25°C (77°F) 12 kVA / 9.6 kW

Phase | Nominal Voltage | Frequency Split Phase | 120/240 VAC | 60 Hz

Rpm range 2400 - 3600 rpm, adjustable

Engine WhisperPower Kubota D722

Emission class EPA / Tier 4

Noise level 54 dB(A) at 7 m

Dimensions (WxDxH) cabinet (in.) 29.1 x 21.7 x 24.4

Dimensions (WxDxH) PMG (in.) 13.7 x 8.3 x 22.3

Dry weight (cabinet + PMG) 385.8 + 66.1 lb

Monitoring and Control Standard: DDC panel
Optional: 5 or 7 inch Touch keypad
Connectable to 3rd party MFD/Mobile app

* Suitable for Twin-operation (2 x 12 kVA)
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This is the most compact, most powerful 
generator of its kind. Equipped with a 
heavy -duty 3-Cylinder EPA / Tier 4 diesel 
compliant diesel engine. Smooth running, 
all-liquid cooled, stow away inverter tech-
nology. Operating speed 2400-3000 rpm.

USE
From now on plenty of power for your water-
maker, A/C, gyro anti-roll, BBQ and extended 
galley. Ideal in combination with a second  
Piccolo 15 to double the power to 25 kW (Non- 
Stop) and 50 kW surge, while staying within the 
EPA Tier 4 Emission Standard.

PICCOLO 15

BOAT SIZE

45-55 ft
OUTPUT POWER

12.5 kW
NOISE LEVEL

58 dB(A)
SIZE INCH / (CENTIMETERS)

34.6 x 22.4 x 27.2 / 87.9 x 56.9 x 69.1



MAIN SPECIFICATIONS PICCOLO 15*)     

Output power* kW at 25°C (77°F) 12.5 kW

Continuous power kVA at 25°C (77°F) 15 kVA / 12 kW

Phase / Nominal Voltage / Frequency Split Phase | 120/240 VAC | 60 Hz

Rpm range 2400 - 3000 rpm, adjustable

Engine WhisperPower Kubota D1105

Emission class EPA / Tier 4

Noise level 58 dB(A) at 7 m

Dimensions (WxDxH) cabinet (in.) 34.6 x 22.4 x 27.2

Dimensions (WxDxH) PMG (in.) 13.7 x 8.3 x 22.3

Dry weight (cabinet + PMG) 463 + 66.1 lb

Monitoring and Control Standard: DDC panel
Optional: 5 or 7 inch Touch keypad
Connectable to 3rd party MFD/Mobile app

* Suitable for Twin-operation (2 x 15 kVA)
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Slightly larger than the Piccolo 15, with a 
continuous output of 15 kW and  30 kW 
surge. Equipped with a 4-Cylinder, EPA Tier 
certified diesel engine. Smooth running, 
all-liquid cooled, stow away inverter tech-
nology. Operating speed 2000-2600 rpm.

USE
The perfect on-board doing-it-all generator. A 
much better choice than a heavy,bulky fixed-
speed generator (1800 or 3600 rpm).  
The Piccolo 18 comes with a powerful inverter 
that has a built-in soft start, a perfect feature for 
starting large A/C’s.

PICCOLO 18

BOAT SIZE

50-65 ft
OUTPUT POWER

15 kW
NOISE LEVEL

57 dB(A)
SIZE INCH / (CENTIMETERS)

39 x 22 x 27.8 / 99.1 x 55.9 x 70.6



MAIN SPECIFICATIONS PICCOLO 18*)      

Output power* kW at 25°C (77°F) 15 kW

Continuous power kVA at 25°C (77°F) 18 kVA / 14.4 kW

Phase / Nominal Voltage / Frequency Split Phase | 120/240 VAC | 60 Hz

Rpm range 2000 - 2600 rpm, adjustable

Engine WhisperPower Kubota V1505

Emission class EPA / Tier 4

Noise level 57 dB(A) at 7 m

Dimensions (WxDxH) cabinet (in.) 39 x 22 x 27.8

Dimensions (WxDxH) PMG (in.) 13.7 x 8.3 x 22.3

Dry weight (cabinet + PMG) 507.1 + 66.1 lb

Monitoring and Control Standard: DDC panel
Optional: 5 or 7 inch Touch keypad
Connectable to 3rd party MFD/Mobile app

* Suitable for Twin-operation (2 x 18 kVA)
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Traditional fixed-speed generators are  
often oversized to handle peak power 
demands. A smart Power Solution is  
offered by our Twin-Power technology, 
allowing to operate 2 Piccolo 10-18 kVA in 
Twin. Twin option as standard available for: 
Piccolo 10, 12, 15 and 18

TWIN POWER

DOUBLING THE

POWER
REDUCING FUEL

CONSUMPTION
LOWERING MAINTENANCE 

COSTS
PERFECT

REDUNDANCY



HOW DOES IT WORK? 
Our Twin-Power® solution allows you to parallel two WhisperPower 
Piccolo diesel generators with a single high speed communication wire. 
No extra boxes with oversized switch gear are needed, or other costly 
add-ons. Just install two generators instead of one traditional product and 
connect the PMG inverters plus the AC outputs to double the AC Power. 

WhisperPower’s Twin-Power concept is offering at least 25% of fuel 
saving compared with traditional 1500/1800 Rpm generators, as the 
units will follow the required AC power consumption pattern (low mode, 
high mode). Traditional power generator systems are in general oversized 
in order to be able to deliver the peak of power consumption which in 
general has a short duration. By installing two Genverter generators in 
parallel, one unit can be switched off during low power consumption 
periods. Very important advantage of the power solution is the redun-
dancy of power sources offered by this solution.
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36 kVA

Serial Communication Cable

15 kVA15 kVA

Piccolo 18 Piccolo 18

TWIN
SYSTEM

DIAGRAM



ACCESSORIES  
& PARTS

• Original spare parts
• Premium installation parts
• Ungrounded versions 

WATER

LOCKS
WATER/GAS

SEPARATORS
WATER

INLETS
FUEL

FILTERS
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ESSENTIAL INSTALLATION PARTS
Ask for our comprehensive catalogue or take a look on our website 
whisperpower.com



In-line non 
return Valve

Water inlet

Syphon breaker kit 
12.5 mm (½”)

Art. Nr. 40230272

Water/gas separator 
40/40/40

Art. Nr. 40230087

AC output

PMG
Inverter

Outside tap

Water surface

Waterlock 40/40
Art. Nr. 40230083

Water 
strainer
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3.9 in. / 10 cm

Consumers 

Universal fuel kit
Art. Nr. 40230205

Handy 
12 VDC | 7 A

Art. Nr. 61112007

AGM starter battery 
12 VDC | 55 Ah 

Art. Nr. 40290060

Piccolo 6
6 kVA

WhisperTouch 5”
Art. Nr. 40280105

WhisperSwitch
Automatic AC Selector

>

>

INSTALLATION EXAMPLE
What’s needed to install your Piccolo generator



18 | 19 Piccolo  |  The smallest, lightest, quietest on-board generator

DC Connection Console
- Flexible position in the boat
- �Fast-connect to power  

electronics pack
- Fuses and DC-switch included

On/Off switch

Battery consumption meter
(Option: NMEA 2000 connection)

Power-Electronics Pack
- 3 kW Inverter
- 60 Amp battery charger from shore (120 VAC)
- Engine to Ion battery charging (100 A)
- Solar to Ion battery input
- Pre-wired including fuses
- AC output to on-board comfort

Lithium-Battery Pack 
Available kWh capacity
-	 3.8	 kWh
-	 5.1	 kWh
-	 7.6	 kWh
-	 10.2	 kWh

OCTOPOWER 3 KW
“�Generator without engine”
Battery-based power system for the provision of 
AC power (DC power is optional). Consists of one 
power electronics module and one or two Lithium 
battery packs. All components have been pre- 
installed/mounted in the WhisperPower factory. 
This unit is supplied as an easy plug and play 
installation, with connections to: AC power (land/
shore) input, solar panel(s) input, connection to 
outboards or inboard starter battery or vehicle 
starter battery. The maximum charge power from 
this source is 1 kW (100 Amps / 12 V). There are 
outlets for 120 VAC 60 Hz and (optional) 12 VDC.

APPLICATIONS
Marine - diesel or gasoline generator replacement, 
230 V 50 Hz (120 V 60 Hz) power source for:
• Air conditioning, 6.000 – 16.000 Btu.
• �Electric hob, oven, microwave, entertainment
• �Coffee machine, water cooker
• �Various household equipment,  

cell phone/ laptop chargers

OPTIONAL 
To power 12 VDC consumers
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